
Poseidon26

Feature comparison

Poseidon2 3266 Poseidon2 3268 Poseidon2 3468 Poseidon2 4002

Ethernet 100 Mbps 100 Mbps 100 Mbps 100 Mbps

VLAN future future future future

HTTP

HTTPS

DHCP

SNMP v1

SNMP v3

SNMP trap

Trap destinations 5 5 5 5

SNTP

SMTP

SMTP TLS

E-mail destinations 5 5 5 5

SMS  /  Local RS-232

SMS  /  netGSM

SMS destinations 5 5 5 5

Logger

Logger records 250  000 250  000 250  000 250  000

HWg-Push protocol

IPv6

Comm monitor

DO Local conditions

1-Wire sensors 8 8 8 16

1-Wire UNI support

RS-485 support

RS-485 sensors 24

M-Bus meters

Modbus /  TCP

E-mail alarm reminder

E-mail periodical status

Power Input 1 9–30  V 9–30  V 9–30  V 9–30  V

Power Input 2 48 V DC

DI (Digital inputs) 4 4 4 12

DO (Digital outputs) 0 2 2 4

DO max. load 50  V /  1 A 230  V /  10 A 50  V /  1 A

Operating temperature -30  .. 85 °C -30  .. 85 °C -30  .. 50 °C -30  .. 85 °C

Poseidon2 models


